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M+S = The letters indicate 
a tire suitable for mud and snow use.

Tubless tireTire load and air pressure

Safety warning Pattern name

Compliance
 with European 
tire regulations

3 peak mountain snow flake is used to 
indicate winter tires
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This initiative is aimed at increasing tire safety, environmental and cost efficiency, allowing tire fitters and end users to make 
more informed decisions based on additional information provided together with the product.

Rolling resistance (RR) is the main 
key factor in measuring the energy 
efficiency of a tire and has direct 
influence on the fuel consumption 
of a vehicle. 

Wet grip is the most important and 
demanding safety issue. Driving on 
wet roads require excellent grip
and shorter braking distance.
The wet grip value in the label is an 
element of braking performance 
and is, usually, considered by 
consumers and trade an indicator 
of safety. G is the minimum level of 
performance expected. 

External noise is described as an 
absolute value in decibel and as a 
3 classes sound wave symbol. 
The noise is a major factor in terms 
of environmental issue.
The symbol in decibel is usually 
indicated in the lower part of the tire 
label.
The label displays sound waves from 
1 (lowest noise) to 3 (highest noise).

1 SOUND WAVE
best level   
performance

2 SOUND WAVES
compliant with European 
limit - average level performance

3 SOUND WAVES
compliant with European 
limit - lowest level performance.

All three levels are still 
compliant with current 
European limits.

ROLLING RESISTANCE 
(FUEL EFFICIENCY)

WET GRIPNOISE

• Regularly check the tire inflation, at least once a month.

• Never reduce the inflation pressure on warm tires. 

• Observe tire pressures and loading condition in the operating instructions for each respective axle. 

• Do not unscrew the sealing caps. 

• Drive at moderate speed on new tires for the first 200 km.

• For tires with speed rating H / V / W / Y / ZR limit the speed to the first 50 km. 

• Always check wheel balancing and after assembling the wheels, check the wheel nuts / bolts   

   for a tight fit after approximately 100 km. 

• In case of impact caused by holes or other obstacles on the road the tire could suffer a 

   damage which is not visible with the naked eye. In such cases, the tire must be checked    

   internally and externally. 

• Regularly check the tread depth of the tires. The lower the tread depth, the higher is the    

   risk of skidding on wet roads. The tread depth must never be less than the legally 

   prescribed minimum value of 1.6 mm. To ensure additional safety, particularly in case of bad 

   weather conditions, tires should be replaced at the tread depth of 3 mm or less. 

• To ensure consistently good driving characteristics, the tires should be switched every    

   10,000 km between front and rear wheels. 

• In the case of uneven wear, check the tires and have them replaced if necessary. 

• In the case of vehicles which have been parked or laid down for a long period, check the tire   

   pressure and increase it if necessary.

European Tire Labelling Tips for a driving

• Regularly check the tire inflation, at least once a month.

• Never reduce the inflation pressure on warm tires. 

• Observe tire pressures and loading condition in the operating instructions for each respective axle. 

• Do not unscrew the sealing caps. 

• Drive at moderate speed on new tires for the first 200 km.

• For tires with speed rating H / V / W / Y / ZR limit the speed to the first 50 km. 

• Always check wheel balancing and after assembling the wheels, check the wheel nuts / bolts   

   for a tight fit after approximately 100 km. 

• In case of impact caused by holes or other obstacles on the road the tire could suffer a 

   damage which is not visible with the naked eye. In such cases, the tire must be checked    

   internally and externally. 

• Regularly check the tread depth of the tires. The lower the tread depth, the higher is the    

   risk of skidding on wet roads. The tread depth must never be less than the legally 

   prescribed minimum value of 1.6 mm. To ensure additional safety, particularly in case of bad 

   weather conditions, tires should be replaced at the tread depth of 3 mm or less. 

• To ensure consistently good driving characteristics, the tires should be switched every    

   10,000 km between front and rear wheels. 

• In the case of uneven wear, check the tires and have them replaced if necessary. 

• In the case of vehicles which have been parked or laid down for a long period, check the tire   

   pressure and increase it if necessary.   pressure and increase it if necessary.

ROLLING RESISTANCE WET GRIP
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