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Enhanced tread compound 4 straight design with sipes

Reinforced sidewall Strong shoulder ribs
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Good wear and milege

ALL
POSITION
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Size LI/SS PR Rim size Rim
allowance

In� ated
Section width

mm

Overall
diameter

mm

Radius
under

load mm

Load capacity kg/ lbs

kPa          psiSingle Dual

11R22.5
11R22.5
11R22.5
295/80R22.5
275/70R22.5
275/70R22.5
275/70R22.5
275/70R22.5
265/55R17.5

146/143J
148/145J
149/146J
152/149L
148/145J
148/145J
152/148J
152/148J

136J

16
16+
18
18
16
16
18
18
18

8.25 
8.25 
8.25 
9.00 
8.25 
8.25 
8.25 
8.25 
8.25 

7.50 
7.50 
7.50 
8.25 
9.00 
9.00 
9.00 
9.00 
8.25 

279 
279 
279 
298 
276 
276 
276 
276 
264 

1054 
1054 
1054 
1044 
958 
958 
958 
958 
737 

491 
491 
491 
487 
446 
446 
446 
446 
347 

3000 
3150 
3250 
3550 
3150 
3150 
3550 
3550 
2240 

6610 
6940 
7160 
7825 
6940 
6940 
7830 
7830 
4940 

2725 
2900 
3000 
3250 
2900 
2900 
3150 
3150
—

6005 
6395 
6610 
7160 
6395 
6395 
6940 
6940
— 

830 
850 
930 
900 
860 
860 
930 
930 
900 

120 
125 
135 
130 
125 
125 
135 
135 
131 

OTD
mm

19.0
19.0
19.0
15.0
19.0
19.0
19.0
19.0
16.5

IP

High scrub resistance under 
urban operation
Good wear performance and 
mileage

Good go & stop and cornering 
performance
Good handling and safety

Prevents unexpected side 
force damage under urban 
operation
Even wear and good control

Prevents curb damage to 
protect casing
Safety and improved 
retreadability

275/70R22.5 sidewall reinforced products are available

URBAN
  |   ALL POSITION

TR615

Size LI/SS PR Rim
size

In� ated 
section width 

mm

Radius under 
load
mm

Overall  
diameter

 mm

OTD
mm

NoiseLoad Capacity  Kg  IP

Single kPa          Psi          Dual

11R22.5
275/70R22.5
275/70R22.5

149/146J
148/145J
152/148J

18
16
18

8,25 
8,25 
8,25 

279 
276 
276 

491 
446 
446 

1054 
958 
958 

19,0 
19,0 
19,0 

D
D
D

C
C
C

B
B
B

75
74
75

3250
3150 
3550 

930
860 
930 

135
125 
135 

3000
2900 
3150 

101100

SafetyMileageFuel saving Control

URBAN  |

M+SM+S



URBAN  BUS PRODUCT MANUAL

URBAN
  BUS

Increased casing toughness
Improved retreadability

Enhanced tread compound

Optimized casing package

Four strong rib design with sipes

Sidewall reinforced

Exellent handing and good mileage

ALL
POSITION

TBC-A11

TBC-A11

Size LI/SS PR Rim size Rim
allowance

In�ated
Section width

mm

Overall
diameter

mm

Radius
under

load mm

Load capacity kg/ lbs

kPa          psi
OTD
mmSingle Dual

265/70R19.5
265/70R19.5
265/70R19.5
255/70R22.5
275/70R22.5
275/70R22.5
305/70R22.5
305/70R22.5

137/134J
140/138J
143/141J
140/137J
148/145J
152/148J
150/148J
153/150J

14
16
18
16
16
18
18
20

7.50
7.50
7.50
7.50
8.25
8.25
9.00
9.00

8.25
8.25
8.25
8.25
9.00
9.00
8.25
8.25

262
262
262
255
276
276
305
305

867
867
867
930
958
958

1000
1000

402
402
402
435
446
446
464
464

2300
2500
2725
2500
3150
3550
3350
3650

5070
5510
6005
5510
6940
7830
7390
8050

2120
2360
2575
2300
2900
3150
3150
3350

4675
5205
5675
5070
6395
6940
6940
7390

760
775
850
830
860
930
850
900

110
112
123
120
125
135
123
130

18.0
18.0
18.0
17.5
17.7
17.7
20.0
20.0

IP

High scrub resistance under 
urban operation
Good wear performance and 
mileage

Good wear performance in 
cornering and handling under 
dry/wet condition
Good handling and safety

Prevents curb damage to 
protect casing
Safety and improved 
retreadability

Economy SafetyControl

TBC-A11

Size LI/SS PR Rim
size

In� ated 
section width 

mm

Radius under 
load
mm

Overall  
diameter

 mm

OTD
mm

NoiseLoad Capacity  Kg  IP

Single kPa          Psi          Dual

275/70R22.5 152/148J 18 8,25 276 446 958 17,7 D C B 713550 930 135 3150 

103102

URBAN
  |   ALL POSITION

SafetyMileageFuel saving Control

URBAN  |

M+SM+S



TBC-A21

Size LI/SS PR Rim
size

In� ated 
section width 

mm

Radius under 
load
mm

Overall  
diameter

 mm

OTD
mm

NoiseLoad Capacity  Kg  IP

Single kPa          Psi          Dual

215/75R17.5
245/70R19.5

127/124M
141/140J

16
18

6,00 
 7,50 

211 
248 

359 
 391 

767 
 839 

14,0
 14,5 

D
D

C
D

B
B

72
72

1750 
 2575 

830 
850 

120 
 125 

1600 
 2500 

105104

TBC-A21

FEATURES ADVANTAGES

BENEFITS

Enhanced tread compound
Four zigzag grooves design with rib sipes
Improved belt construction
Optimized casing package

High scrub resistance under 
urban operation
Good traction and prevents 
unexpected side force under 
urban operation
Improved tread toughness
Improved casing toughness

Good wear performance and mileage
Even wear and good control
Good handling and retreadability
Improved retreadability

••
••
••
••

••
••
••
••

••

••

••
••

M+SM+SM+S URBAN
  |   ALL POSITION

SafetyMileageFuel saving Control

URBAN  |



URBAN
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TBC-D11

Size LI/SS PR Rim
size

In� ated 
section width 

mm

Radius under 
load
mm

Overall  
diameter

 mm

OTD
mm

NoiseLoad Capacity  Kg  IP

Single kPa          Psi          Dual

11R22.5
275/70R22.5

149/146J
152/148J

18
18

8,25 
8,25 

279 
276 

491 
446 

1054 
958 

22,0
22,0 

D
D

C
C

A
B

71
73

3250 
3550 

930 
930 

135 
135 

3000 
3150 

107106

TBC-D11

FEATURES ADVANTAGES

BENEFITS

Deep tread depth
Center diamond shape design
deep zigzag grooves
Reinforced sidewall
Optimized casing package

O� ers long life
Excellent traction
Prevents heat accumulating 
under deep tread depth
Prevents curb damage to protect casing
Improved casing toughness

Long Mileage
Good controlling
Cool running
Safety and retreadability
Improved retreadability

••
••
••
• • 
••

••
••

••
••

••
••
••

••
••

M+SM+SM+S
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SafetyMileageFuel saving Control
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COACH

ALL POSITION

TBH-A11

TBH-A12

TRC03

ALL POSITION

TBH-A11

TBH-A12



COACH  |   
ALL POSITION

TBH-A11

Size LI/SS PR Rim
size

In� ated 
section width 

mm

Radius under 
load
mm

Overall  
diameter

 mm

OTD
mm

NoiseLoad Capacity  Kg  IP

Single kPa          Psi          Dual

295/80R22.5 152/149M 18 9,00 298 487 1044 14,5 C C B 723550 900 130 3250 

111110

TBH-A11

FEATURES ADVANTAGES

BENEFITS

Special tread compound
Steel blade tread design
Four main wavy grooves
Stone ejectors under 
center grooves
Optimized pitch sequence

Reduced rolling resistance
Provides more biting edges
E� ective water evasion and stone ejection
Prevents stone pinching
Reduced noise

Fuel saving
Excellent handling and braking 
in wet condition
Safety and mileage
Prevents stone drilling
Comfortable driving experience

••
••

••
••
••

••
••
••
••

••

••
••
••
••
••

M+SM+SM+S
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SafetyMileageFuel saving Control

COACH  |



TBH-A12

Size LI/SS PR Rim
size

In� ated 
section width 

mm

Radius under 
load
mm

Overall  
diameter

 mm

OTD
mm

NoiseLoad Capacity  Kg  IP

Single kPa          Psi          Dual

11R22.5 146/143M 16 8,25 279 491 1054 16,5 D B A 693000 830 120 2725 

113112

TBH-A12

FEATURES ADVANTAGES

BENEFITS

Special tread compound
Steel blade tread design
Four main wavy grooves
Optimized pitch sequence

Reduced rolling resistance
Provides more biting edges
E� ective water evaquation 
and stone ejection
Reduced noise

Fuel saving
Excellent handling and braking 
in wet condition
Safety and mileage
Comfortable driving experience

••
••

• • 
••

••
••
••
••

••
••
••

••

M+SM+SM+S
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COACH  |   
ALL POSITION

SafetyMileageFuel saving Control

COACH  |



PRODUCT MANUALCOACH

COACH

TRC03

Steel blade tread design Four main wavy grooves 

Innovative tread compound Stone ejector under center grooves
Reduced rolling resistance
Fuel saving

Excellent wear, low noise and comfort driving 
experience

TRC03

Optimized pitch sequence
Provides more biting edges
Reduced noise
Excellent handling and braking 
in wet condition
Comfortable driving experience

stone ejection
Safety and long mileage

Size LI/SS PR Rim size Rim
allowance

In ated
Section width

mm

Overall
diameter

mm

Radius
under

load mm

Load capacity kg/ lbs

kPa          psi
OTD
mmSingle Dual

295/80R22.5
295/80R22.5
315/80R22.5
315/80R22.5

152/149M
154/151M
154/151M
157/154L

18
18
18
20

9.00 
9.00 
9.00 
9.00 

8.25 
8.25 
9.75 
9.75 

298 
298 
312 
312 

1044 
1044 
1076 
1076 

487 
487 
500 
500 

3550 
3750 
3750 
4125 

7825 
8270 
8270 
9090 

3250 
3450 
3450 
3750 

7160 
7610 
7610 
8270 

900 
900 
830 
900 

130 
130 
120 
130 

16.0
16.0
16.0
16.0

IP

ALL
POSITION

Prevents stone pinching
Safety and long mileage

Comfort Mileage Safety Fuel saving

E�ective water evaquation and

COACH  |

TRC03

Size LI/SS PR Rim
size

In� ated 
section width 

mm

Radius under 
load
mm

Overall  
diameter

 mm

OTD
mm

NoiseLoad Capacity  Kg  IP

Single kPa          Psi          Dual

295/80R22.5
315/80R22.5
315/80R22.5

152/149M
154/151M
157/154L

18
18
20

9,00 
9,00 
9,00 

298 
312 
312 

487 
500 
500 

1044 
1076 
1076 

16,0
16,0
16,0

D
D
D

C
C
C

A
B
B

69
71
71

3550 
3750 
4125 

900 
830 
900 

130 
120 
130 

3250 
3450 
3750 

115114

COACH  |   
ALL POSITION

SafetyMileageFuel saving Control

M+SM+S



Triangle Tyre Co., Ltd 
Via Mauro Macchi, 27
20124 MILAN - ITALY

www.triangle.com.cn
info@triangle-eu.com


